V.A.L.U.E. IN LOCAL GOVERNMENT

SPECIFICATIONS

RFP #2007-195

RUBBERIZED CRACKSEALER

1.
GENERAL REQUIREMENTS

Furnish crack sealant, as needed to the following V.A.L.U.E. agencies for the period of February 1, 2007 through January 31, 2008.

2.
TECHNICAL REQUIREMENTS

Description: Product A-1, A-2, & A-3, A-4  - Hot applied petroleum based pavement crack and joint sealant which meets all requirements of ASTM D6690 Type II, formerly D3405 and AASHTO M301.  Intended for use in sealing joints and cracks in portland cement concrete and asphaltic pavements.  This product shall also be flexible and extensible at subzero temperatures and will resist tracking at high summer temperatures (air of 110( F, pavement of 150( F).

Description: Product B-1, B-2 - Hot applied, tack-free petroleum based pavement crack and joint sealant which meets all requirements of ASTM D6690 Type II, formerly D3405 and AASHTO M301.  This product is designed to quickly loose tack after application to permit quick opening to traffic.  This product shall be flexible and extensible at subzero temperatures and will resist tracking at high summer temperatures (air of 110( F, pavement of 150( F).

Description: Product C-1, C-2 - Hot applied, single component asphaltic rubber crack and joint sealant which meets all requirements of ASTM D6690 Type I, formerly D1190, AASHTO M173, and Federal Specifications SSS-S-164.  This product must contain a minimum of 18% recycled rubber by weight of the asphaltic components.  Intended for use in sealing joints and cracks in both asphalt and concrete pavements.  This product will form a long lasting seal which will not crack in subzero temperatures and resist tracking at high summer temperatures (air of 110( F, pavement of 150( F).

Applicable Standards and Specifications - The specifications for hot-poured crack sealant as set forth in American Society of Testing and Materials (ASTM) Specifications, Designations D-6690, D-1190 and D-3405 shall form a part of this specification.  The latest published ASTM standards in effect at the time of this bid shall be used.

3.
TESTING

An agency may test the sealer delivered within five (5) working days after receipt for conformance to the applicable specifications.  Sealer which does not conform to the specifications will be returned to the contractor at his expense.  In this event, the cost of testing shall be born by the contractor.  Tests shall be conducted in accordance with ASTM D-140, D-1191, or D-3407 as required by the above ASTM standards. 

4.
CERTIFICATIONS

Contractor shall provide a certificate from an independent testing laboratory to confirm that the material being delivered is in compliance with these specifications.   The contractor shall bear the costs for the testing and reports.

5.
PHYSICAL REQUIREMENTS

A net weight of fifty (50) pounds to sixty (60) pounds of sealer shall be delivered in each metal pail or cardboard box container.  The pail/box shall be so constructed to prevent the adhesion of sealer to the container.  The liner or breaker layer bag of the pail/box shall incorporate itself completely into the sealer compound when melted and shall not be detrimental to the sealer properties.  The container may be divided into two sections of twenty-five (25) or thirty (30) pounds each.

Several pails/boxes may be randomly sampled and their contents weighed to assure that the specified net weight requirement is met.  Payment deductions will be made when the net weight of the selected containers are deficient by more that one percent (1%).  Deduction will be based on weight and cost per pound.

Contractor shall comply with Federal and State of Wisconsin rules and regulations for hot-poured elastic sealer storage, transportation and handling.

6.
ORDERING, DELIVERY, INVOICING


Ordering - Orders for sealer will be authorized by telephone, electronic media (fax) or mailed written orders from each participating agency.

Delivery - The contractor shall confirm the quantity ordered, delivery destination and delivery date and hours of operation with each agency 24 hours in advance of intent to deliver.  The contractor shall provide an estimated time of arrival of the delivery to each agency/destination.  If confirmation and delivery estimation are not given, the receiving agency has the option of refusing delivery.


DELIVERY SHALL BE ON A FLAT-BED TRUCK OR SEMI-TRAILER WITH REMOVABLE SIDES AND TOP.


IT IS THE AGENCY'S OPTION TO RETURN PALLETS.


DELIVERY SHALL BE MADE WITHIN FIVE (5) WORKING DAYS AFTER RECEIPT OF ORDER.

A delivery ticket, in triplicate, must accompany each delivery and show: the name of the firm trucking the material; the gross, tare, and net weight of the delivery; delivery date; and signatures for individual responsible for weighing the load and individual accepting the load for the agency.  Two copies shall be retained by the receiving agency and one copy by the contractor.


Invoicing - Each agency shall be invoiced for their respective orders.  Invoice amounts shall be supported by legible delivery tickets signed by the participating agency's representative.  Invoices shall include delivery ticket numbers; the tonnage for each ticket; the agency's purchase order number, and the name of the trucking firm delivering the material.  Invoices may be adjusted by the respective agencies to reflect any liquidated damages and/or any short weights discovered.

7.
AWARD


Award shall be made on an individual basis.

8.
NOTE - Attached are additional general specifications terms and conditions, Specification No. 7-F-1, which apply to the City of Milwaukee only.

