V.A.L.U.E. IN LOCAL GOVERNMENT

SPECIFICATIONS

RFP #2007-200

PIPE REPAIR CLAMPS, ALL STAINLESS STEEL

SIZES 2" THROUGH 24"

I.
GENERAL REQUIREMENTS
Furnish stainless steel repair clamps as needed to the following agencies for the period June 15, 2007 through June 14, 2010.


II.
TECHNICAL REQUIREMENTS


A.
Description:  Pipe repair clamps as described herein shall consist of a rubber liner completely enclosed and fastened in a stainless steel assembly all of which is galvanically passive to gray cast or ductile iron.



B.
Materials:  Repair clamp materials shall conform to the following requirements:




1.
All metallic components shall be made of 304 AISI Austenitic 18-8 stainless steel.




2.
Bands and bridging for pipe sizes 2" through 12" shall be 20 gauge minimum and for pipe sizes 16" through 24" shall be 18 gauge minimum.




3.
Lugs that are fused to the band shall be welded with austenitic 18-8 stainless steel rod.  All welds shall have corrosion resistance equal to or greater than 18-8 stainless steel.




4.
The gaskets shall be made of 100% new compounds of Neoprene rubber or approved equal, suitable for use on a potable water main.



C.
Repair Clamp Design:  Repair clamps shall be designed in accordance with the following requirements:




1.
The bands shall be constructed of a single section for 2" through 12", and of 2 sections for the 16" through 24" sizes, and shall fit the following ranges of pipe outside diameter.





All dimensions are in inches:





   Nominal Size

Minimum

Maximum


2"
2.35
2.63


3"
3.73
4.00


4"
4.74
5.14


6"
6.84
7.24


8"
8.99
9.39


10"
11.04
11.44


12"
13.10
13.50


16"
17.15
18.35


20"
21.52
22.72


24"
25.70
26.90



C.
Repair Clamp Design: (continued)




2.
Joint lugs shall be furnished with a maximum bolt spacing of 4".  The lugs shall be adequately secured to the body and shall be designed to prevent bending of the bolts.




3.
The nuts and bolts shall have UNC class 2 fit and shall be a minimum of ½" diameter for the 2" through 4" size, and a minimum of 5/8" diameter for the 6" through 24" sizes, and shall be 18-8 stainless steel.




4.
The gaskets shall be molded to a nominal thickness of 3/16" and shall be resistant to crystallizing, aging and permanent set.




5.
The minimum clamp length shall be the length specified on the bid form.



D.
Hydraulic Capability:  All components of the pipe repair clamps in each size shall be adequate in size to withstand a minimum of 150 psi when sealing a pipe opening of 6 square inches.



E.
Marking:  The range of pipe O.D.'s are to be marked on the outside band surface.



F.
Certifications:  Upon request, the contractor shall submit the manufacturer's certifications in duplicate to the City Engineer, certifying the materials and physical properties of the materials used in producing the pipe repair clamps.



G.
Delivery:  Time is of the essence.  Maximum allowable delivery lead time will be 30 calendar days on all sizes of repair clamps.



H.
Award:  Award will be made in the aggregate to the low responsive and responsible bidder.



I.
Note:  Attached are additional general specification terms and conditions, Specification No. 70b-D-7, which apply to the City of Milwaukee only.
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