VALUE/WPWA

Specification No.070-06

June 4, 2004


2004-2005 VALUE &


WAUKESHA COUNTY PUBLIC WORKS ASSOC.

SPECIFICATION SHEET FOR


SNOW PLOW BLADES
1. 
VALUE, is requesting a bid from your firm to furnish plow blades and miscellaneous related items as listed on the Bid Request.

2.
VALUE reserves the right to reject any or all bids or parts thereof, to waive any minor informality in any bid submitted and to make such award as they deem most advantageous.

3.
Award will be made by item or in the aggregate (whichever is in the best interest of the agencies) to the lowest responsive, responsible bidder who complies with the requirements as determined by VALUE.

4.
It shall be the RESPONSIBILITY OF THE VENDORS to contact the municipalities for type of hole, proper hole spacing and special items.

5.
The complete snow plow blade order is to be delivered in three (3) weeks after vendor receives all purchase orders from the participating municipalities.  Delivery is to be f.o.b. destination to any one of the three locations as listed below.  Note: a 24 hour advance notice is to be given prior to delivery.  Failure to provide the required notice may result in rejection of the delivery for that day.
Village of Menomonee Falls

Water Street Garage

W164 N9183 Water Street

Menomonee Falls, WI 53051

Waukesha County Central Fleet

1641 Woodburn Rd.

Waukesha, WI 53188

City of West Allis Municipal Garage

6300 W. McGeoch Ave.

West Allis, WI 53219

6.
Each order, when delivered, must be packaged by and marked with the name of the municipality and the bid item number.
7.
Included with this specification are the following attachments:

Pricing Form:

The municipalities and their quantities

8.
Each municipality will be responsible for issuing their own purchase order and letting the vendor know what edge punch and holes you require.

9. Questions regarding this quotation should be directed to Cindy Greco at 262-548-7889, or e-mail at: cgreco@waukeshacounty.gov, Monday through Friday, 8:00 a.m. to 4:30 p.m.

Technical Requirements for Tungsten Carbide Insert Blades, Flat, Prepunched

Blade shall be flat rolled finished A36 or 1020-type steel.  A groove for the carbide inserts shall be milled in the center of the blade edge.  Inserts of a high shock WC grade of tungsten carbide with a minimum of 11% cobalt content shall be brazed into grove.  Brazing shall be on all sides with no voids.  Brazing material shall be a high strength alloy type with minimum shear strength of 30,000 PSI.  Each blade section shall contain inserts equal to the length of the blade section.  The difference between the highest and lowest tip point must not exceed 1/32” on any given blade assembly.

General Requirements for Cover Blades and Carbide Insert Blades

Finished blade sections shall be free of warpage and longitudinal deviation not to exceed 1/8” in a 4’ blade section.

Punching Requirements for Cover Blades and Carbide Insert Blades

Punching shall be 11/16” square holes with countersink to receive 5/8” diameter plow bolts. Center of holes shall be in line with 1/32” of established centerline.  All holes shall be 1-1/2” down from top of blade section.  Spacing of punching shall be 3” from each end, followed by 6” from each end with all additional holes at 12” intervals after the six” spacing.
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